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Batteries Charger Generators Solar Inverters

Specification Sheet

EnergyBox
Li-lon
24VDC
60AN
40A
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Power bag with integrated battery management system and charger.

Features

Lightweight, mobil and very strong battery bag

Li-lon technology

Extreme rugged, nearly unbreakable housing and installation
Portable

Surveillance of the battery cells by battery management system (BMS)
High resistance against electromagnetic radiation (EMV)
Integrated 20A charger

Shows state of charges in %

Shows battery voltage

Shows battery current

Shows time-to-go

Shows consumed energy in Ah

Applications

The energy box has been developed as portable 24V power supply to feed electrical
equipment for a certain time without having the grid available.

Due to the compact box and the powerful Li-ion-battery, the box can be carried to nearly any
places.

The energy box can be used for several applications as:

Monitoring equipment
Jamming

Data acquisition unit
Communication equipment
Feeding of test equipment
and so on

The box is made of thick-wall polypropylene; it's nearly unbreakable and much more solid as
an ordinary suitcase.

Included in delivery

Energybox with 60Ah LiFePO4-Battery
Integrated charger controlled by the BMS
230VAC-cable fitting to the charger input
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Technical specifications
Battery capacity 60Ah
Battery type LiFePO4

Battery management system
(BMS)

Protects against cell overvoltage, cell under voltage,
short circuit, over temperature.

Cell balancing 0,2A

Nominal output voltage 25,6VvDC *
Output voltage range 24 — 28.8VDC *
Max. load current 40A

Number of output connection

1 Piece (optional more possible)

Type of connector

Industrial circular connector 40A ITT cannon, (optional
other connectors possible)

Weight 30kg

Dimension (LxBxH without 520x230x435mm
protruding connectors)

IP- degree of protection P44

Charger (included in the box)

Input voltage (230VAC)

50 to 255VAC

Max. charge current

20ADC

Controlled by the BMS

* WARNING: The output voltage is slightly higher as by ordinary lead acid batteries.

The content of this specification sheet may be changed any time without any special notice..
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