32

UNIFIX 20

For Unisun 1012M/ 10.24M/ 20.12M/ 20.24M
Landscape orientation

Ref 0262

D) -3

UNIFIX 100

For Unisun 80.12M/ 100.12M/ 100.24M/ 120.12BC
Landscape orientation

Ref 0316

SOLAR PANELS DIMENSION
COMPATIBILITY

Panels number

x‘1 x‘z x|3
UNIFIX 20 v
UNIFIX 50 v
UNIFIX 100 v
v
UNIFIX 200
v
v
UNIFIX 300 v
v

UNIFIX 50

For Unisun 30.12M/ 50.12M/ 50.24M/ 55.12BC

Landscape orientation
Ref 0279

UNIFIX 200

For Unisun 80.12M (x2)/
100.12M (x2)/ 100.24M (x2)/
120.12BC (x2)/ 15012M/
150.24M/ 165.12BC/ 200.12BC

200.24M
Ref 0361
Panel hole spacing Panel dimension max.
(mm) (mm)

Lenght Height Lenght Height
80 - 505 100 - 300 No max. 400
80 - 510 180 - 510 No max. 550

340 - 885 180 - 510 No max. 550
340 - 885 400 - 1050 No max. 1100
340 - 885 150 - 500 No max. 550
150 - 1600 400 - 1030 No max. 1200
150 - 750 400 - 1030 No max. 880
150 - 500 400 - 1030 No max. 550

N W

1 panel or 2 panels



[N Mounting Brackets - UNIFIX U

Corrosion resistant
Galvanised steel frame
and screws

( Reclinable
from O to 90°
M A S T ¢ Easy to install

I MULTI-USE BRACKETS ﬂ Fixation on round masts
@ 40 to 60 mm
(flanges included) [ NS

Robust and easy to use, the universal UNIFIX is the ideal support to fix your
panels on all flat surfaces (ground, concrete, wood frame, wall) or on round
mast (diam. 40 to 60 mm).

Wall mounting

Its multi-position tilting system allows you to optimize your electrical Floor mounting

performance.

Universal, with its innovative design, the UNIFIX accepts some panels of
different brands and sizes.

Designed,
made in France

UNIFIX 300 T—
For Unisun 80:12M (x3)/ \‘k ‘
10012M (x3)/ 12012BC (x3)/

100.24M (x3)/ 150.24M (x2)/
16512BC (x2)/ 200.12BC (x2)/
200.24M/ 300.12M 1 panel or 2 panels or 3 panels

Ref 0378

Tilting system enables Robust and strong  Attaches to all

an optimized angle fixation on round signage supports

for the best electrical masts by means of (flanges to be bought
production. flanges (included)  separately)
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