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Waterproof (IP767) and corrosion-resistant (aluminium body, stainless steel 
support, etc.), UNILEDBAR is perfectly suited to even the most demanding outdoor 
applications (boating, leisure vehicles, road and agricultural applications, etc.). 
 
The UNILEDBAR range is E-mark R10 certified, a more stringent standard 
than the standard EMC (Electromagnetic Compatibility), required in 
particular by the automotive industry for original or retrofit applications. 
 
The 1.5 m cable supplied as standard makes it easy to commission.


CREE leds Technology

for more lighting power and

a longer lifespan.


Advanced electronic

(leds drivers, EMC filter ...)

 Waterproof (IP67) and 

corrosion resistant.


Protected against 

overvoltage, 

short circuits, polarity 

reversals.

﻿ ROBUSTNESS   
AND POWER﻿

﻿LED SPOTLIGHTS UNILEDBAR

UNILEDBAR is the latest generation of high-performance 12/24V LED floodlights. 

Its advanced electronic design uses the best LED technology on the market in terms of lighting quality and 

longevity (CREE Led - USA). 

UNILEDBAR generates a homogeneous beam of light very close to natural luminosity. The field of vision is 

fully illuminated, providing perfect visibility while avoiding eye fatigue.

  UNITECK

Quality guaranteed by Uniteck,

Packaged in France

EN 61000-6-3 : 2007
EN 6100-6-1 : 2007
95/54/EC : 1995
ISO 8092 : 2005

o E-mark certification - R10 
Automotive EMC compliance
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Spotlight Led

Low Cost UNILEDBAR

Quality of intern electronic

- - +++
Materials quality

- +++
Lifespan of led

+
l< 30 000 hours

+++
> 50 000 hours

+
Short

+++
1,5 m

Fixing with central 
foot reclining 

2 fixation systems possible
lateral or central reclinable

(uniledbar 54.24 only)

ELECTRONICS AND HIGH-
TECH CONSTRUCTION

QUALITY AND LONGEVITY

UNILEDBAR

18.24

UNILEDBAR

36.24

UNILEDBAR

54.24

Ref 2051 (White)﻿

Ref 2723  

Ref 2068 (White﻿

Ref 2730 (Black)﻿

Ref 2075 (White﻿)﻿

Ref 2747 (Black)﻿

﻿ System﻿ | | |﻿ Technology﻿ LED LED LED

﻿ Input Voltage﻿ 10-30V DC 10-30V DC 10-30V DC

﻿ Power﻿ 18 W 36 W 54 W

﻿ Battery﻿ | | |﻿ Voltage﻿ 12/24V 12/24V 12/24V

﻿ Light﻿ | | |﻿ Leds﻿ CREE leds - USA

Number of leds 6 x 3W 12 X 3W 18 X 3W

Lumens 1260 lm 2520 lm 3780 lm

Beam ﻿Large - 60°﻿

﻿Scope (Lux - 
Diam)﻿

     5 m 79 l x 176 cm 164 l x 184 cm 230 l x 183 cm

     10 m 20 l x 351 cm 41 l x 368 cm 58 l x 367 cm

     15 m 9 l x 527 cm 18 l x 551 cm 26 l x 545 cm

     25 m 3 l x 878 cm 7 l x 919 cm 9 l x 916 cm

Color Cold White

Light 6000 K

Lifespan > 50 000 h > 50 000 h > 50 000 h

﻿ Protections﻿ | | |﻿ Radio and electromagnetic 

interferences protection

yes ﻿ yes﻿ yes

﻿﻿﻿Over and under-voltage

protection

yes ﻿ yes﻿ yes

﻿﻿﻿Polarity reversal 

protection

yes yes yes

﻿ Ø 130x12 Ø 130x12 Ø 130x12

﻿ Weight﻿ 140 g 140 g 140 g

﻿ Mechanical characteristics﻿ | | |
﻿ Materials﻿

   Lentil ﻿Polycarbonate﻿ ﻿Polycarbonate﻿ ﻿Polycarbonate﻿

   Structure-
Heatsink 

Aluminium 6063 Aluminium 6063 Aluminium 6063

﻿Support Stainless steel 316L Stainless steel 316L Stainless steel 316L

﻿ Wiring﻿

﻿Length 1.5 m 1.5 m 1.5 m

   Type H05-RNF H05-RNF H05-RNF

﻿Section 2X0,75 mm² 2X0,75 mm² 2X0,75 mm²

Protection class IP67 IP67 IP67

﻿ Dimensions in mm (wxhxd)  99×73×107 167x73x107 235x73x107

﻿ Weight﻿ 800 g 1,1 kg 1,4 kg

﻿ Warranty﻿ | | |﻿ Period﻿ 2 years﻿ 2 years﻿ 2  years

FEATURES

Technology 
SMI

"Substrate metallic 
isolated"

for a best heatsink and
more performance.

Diode Schottky
to protect against
polarity reversals.

Mono-led
 Drivers

for a best 
lifespan.

Aluminium 
heatsink for 
best performance.

CREE leds - USA 
the reference speaking of 
lifespan and performance

Filter EMC 
to avoid all 

radio interference 
and electromagnetic.


